
Bend-resistant wire loop
The loop is composed of bend-
resistant, multifilament stainless 
steel wire, which allows you to make 
multiple cuts without the loop losing 
its shape.

Designed for cold snare 
polypectomy
Due to its ability to withstand a 
high level of pulling and stretching 
force, the loop wire enables you to 
confidently perform a controlled 
and precise cold snare polypectomy 
for diminutive and small polyps.

Precise snare placement
The real-time, bi-directional 
rotatable design enables you 
to resect polyps accurately and 
efficiently. The ergonomic and 
flexible handle is designed to 
maximise ease of use and  
streamline workflow. 

Accurate, consistent resection

Control every angle  
with rotatability 
to ensure efficient 
polyp removal.
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Intended to be used without diathermic energy for the endoscopic 
resection of diminutive and small polyps in the gastrointestinal tract.

•	 It has multiple product specifications and models suitable for a variety 
of clinical needs.

•	 It is supplied sterile and disposable. It is intended for single use only.

 
Order 
Number

Reference 
Part Number

Sheath 
Diameter 

mm

Working 
Length

cm

Snare 
Opening Size

mm

Cutting Wire 
Diameter

mm Quantity

G61206 CACS-10-025 2.4 230 10 0.25 10

G61204 CACS-10-030 2.4 230 10 0.30 10

G61207 CACS-15-025 2.4 230 15 0.25 10

G61205 CACS-15-030 2.4 230 15 0.30 10

Some products or part numbers may not be available in all markets. Contact your local Cook representative or Customer Support & Distribution for details. 
Please see product risk information in the IFU at cookmedical.eu.


