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Control and monitor 
balloon inflation 
with ease.

Easy-to-read gauge
The luminescent gauge and  
easy-to-read dial display pressure  
in both ATM and PSI.

Controlled inflation 
and deflation
The latch mechanism on the 
threaded plunger allows users 
to alternate between fine 
adjustment and rapid inflation/
deflation modalities.

Enhanced ergonomics
A T-shaped handle and glove 
guard provide a more ergonomic 
grip. The spring-loaded switch 
allows for finer control during 
inflation/deflation.
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Some products or part numbers may not be available in all markets. Contact your local Cook representative or Customer Service for details.

Additional features
• A lower profile promotes better user control.
• Enlarged numerals on the luminescent dial and high-contrast 

white coloration enhance device readability and visibility in 
procedural lighting conditions. 

 
Order 
Number

Reference 
Part Number

Volume
mL

Maximum 
Pressure

atm

G25571 CID-20-30-NG 20 30

Compatible Cook balloon dilatation catheters

Wire Guide 
Compatibility

Balloon Inflated 
Diameters

Balloon 
Lengths

Delivery 
System

Catheter 
Length

Special 
Technologies

Advance 35LP .035 inch 3–12 mm 2–20 cm OTW 80, 135 cm
Pliaform™ texture 

and Starcast™ 
shoulders

Advance 18LP .018 inch 2–10 mm 2–20 cm OTW/PX 80, 135, 150, 170 cm Rapid inflation/
deflation

Advance 14LP .014 inch 2-4 mm 2–20 cm PX 110, 170 cm Coiled wire shaft

Advance Micro® 14 .014 inch 1.5–3 mm 2–12 cm OTW 50, 90, 150 cm 3 Fr compatible
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